
GENERAL MATERIAL SPECIFICATIONS
For Interior Furnishing Works

Sl.No. Particulars and Specifications Approved Make
1 Board – Water proof Green/ Century BWR Grade ISO 

certified
2 Plywood – all relevant thickness – 

water proof
Green/ Century/ Anchor/  BWR Grade 
ISO certified 303

3 Lamination 1 mm thick Greenlam/ Marino/ Century
4 Locks/ Night Latches Godrej
5 Hardware- hinges, door stoppers, 

drawer/ shutter handles etc.
Everite/ Ebco/Hettich (Brass as 
specified)

6 Hardware - catchers Magnetic – Heavy Duty
7 Hardware – sliding channels Telescopic channel EBCO
8 Hardware – Hydraulic door closers Approved make IUSI marked
9 Enamel paint Approved shade Asian/ Berger
10 Beadings – relevant thickness As designed in beech wood
11 Glass – relevant thickness Float glass – Modi/Atul/Tata/ Saint 

Gobain
12 Adhesive Fevicol SH/ Araldite
13 Aluminium Composite panel Alucobond/ Eurobond/ Vist
14 Flush door Donex/ Jawala/ IS 2191-PT2-1983
15 Floor Spring Doorking/ Hardwyn/ Amar/ Sandhu/ 

Opel/ Dorma
16 Fire resistant coating Viper or equivalent
17 Antitermite paint Shalimar/ Rajdoot
18 Brass hinge SVI/Flora/ Jardos
19 Mortice lock 6 lever Godrej/ Harrison/ Plaza/ Hardima
20 Tiles – Vitrified/ Ceramic Kajaria/ Nitco (Group V)/ Johnson/ Bell
21 Texture Paint Spectrum/ Architecture/ Sai Texture
22 Hard wood Well seasoned & free from knots – 

Cheruteak/ Mahagony/ Chadachi/ 
Pincoda/ Anjili/ Thambakom


