
Price Bid for Interior renovation works at IDCO tower  Branch, Bhubaneswar

 BHU201908009

No Description of work Unit Qty Rate

1 Providing and fixing 30mm thickness flush door of Sylvam/

Globe/ century finished with teak wood lipping on all edges ,

three Stainless stee hinges ( 5" to 6') for each door, one door

stopper, one door closer of godrej make, one one motise lock

of godrej make per door finished with 1mm thickness laminates

of approved shade and colour (solid and glazed with 5mm

thickness glass. Cost of Door closere, mortise lock shall be

paid separately.

sqm 5.00

2 Repair to existing flush door including removal from the original

position and refixing the same at the desired location as

direcred by EIC. The work includes cleaning the glazed door,

providig and fixing 3mm thick MDF board and finished with

0.80m thick laminates of approved shade/ teak wood lipping &

servicing to door fixtures and hardware etc complete.

no 7.00

3 Providing and fixing door closure two speed of

Godrej/Dorma/Ebco as approved with all accessories to the

doors.

no 3.00

4 Providing and fixing mortise lock of 100 length with cylindrcal

handle grip with locking arrangement system (SS colour) to the

doors 

no 1.00

5 Providing and fixing 2nd class sal wood frame work fixed to the

walls or side partition as per site conditions with hold fasts

including polishing the surface , rebating etc complete

Cum 0.10

6 Repairing the main entrance glass door including melamine

polishing the teak wood top and bottom rails , overhauling the

floor springs if necessary etc complete.

no 1.00

7 Providing & fixing floor springs of Haffel/ Dorma/Ozone heavy

duty to glass door including cutting the floors and embedding

the floor springs and groutung the area by tile adhisive of

latecrete/ equivlent matching  with tile ccolour etc complete

no 1.00



8 Providing and fixing 12mm thick Toughned glass partition with

patch fittings at floor, top and side walls for full height Cabins.

The glass shall be saint Gobain / TATA while patch fittings

shall be Godrej/ equiv. A sealant of Wacker/ DOW crunning

shall be provided in between glass panels. The glass panels

shall be rigidly fixed to walls, floors and ceiling runners in

proper alignment

sqm 12.00

9 P&F frosted film of Graware/ equivalent as approved by

Engineer in charge and approved design pattern, shade and

colour to glass panels including cleaning glass panels etc

complete.

sqm 20.00

10 Dismantling Column panelling made of ply/ block board or alike

including frame work and stacking at suitabe palce before

disposal. Precaution shall be taken so that no damage shall be

made to RCC or Brick work Column.

sqm 30.00

11 Providing and fixing 3mm MDF exterior grade board in all

exisitng panelled columns and finished with 1mm thick

laminates of approved colour shade and colour.

sqm 25.00

12 Column panelling made with 12mm MDF board of Century/

marino/Green. The surface is then laminated with premium

quality finised with 1mm thick laminate of Marino/green /

Century with shade and color as approved by engineer in

charge. Ply:/ BB MR grade Century/ Sylvam/ Green as

approved. 

sqm 50.00

13 Server room table: Providing and fixing server room table

made of 19mm BWP grade block board as table top with

drawer units. The sides shall be 19mm block board. The

drawer size shall be 450wide x500mm deep with two verticlas

of 19mm BB. The drawer shall have telescopic ebco make

sliding channels, handles, locks etc. All exposed surface shall

be finished with 1mm thick lamiante. Table shall have one pvc

key board trey of ebco make per 5' running length. All inside

surface shall be polished. All edges shall be finished with teak

lipping and specially table edge shall be finished with half

round teak wood lipping melamine polish.

rm 3.00



14 Providing executive type manager table of 1800x900x750 mm

and side credenza 1050x700x400 mm with table top of 19mm

th. MR grade of Grenply/ Sylvam/ Gobe/ Centure Ply and a

front drawer unit consisting 3 Nos of drawer units slides on

telescopic slider made up of 19mm thick block board with

locking arrangement. The exposed edge surfaces are to be

finished with 1.0mm thk laminates as per design of approved

shade and the inner surface is finished with 0.8 mm thk

laminate .The side credenzahall have one drawer unit and one

shutter of width 16" only. Quoted rates shall also include cost

of polished teak wood moulding (finished 40x20 mm section) to

edges of table. top: polished teak wood- lipping (6mm thick) to

free edges of block board /plywood surfaces; approved drawer-

slides, hinges and locks with keys in duplicate : other

necessary hardware and accessories including good quality

handles. wire - managers , foot rest etc. of approved quality. It

also include readymade keyboard of engineering plastic.The

keyboard is a pullout type, fixed to channels and screwed to

below table top . 

no 1.00

15 Officers table 5'x2-6" along with side unit of 42"x18": Made with

19mm block board MR grade in table top, sides with one

drawer unit of 450mm x 500deepx750mm with one drawer

along with sliding channels and one cup board.  Table unit shall 

have one pvc keyboard trey. The side units shall have one

shutter with provision of storage units. All necessary

hardwares, lockes, handles of approved make shall be

provided including foot rest. The table top along with side units

shall be finished with 1mm thick laminate. Front modesty panel

(12mm ply MR grade) and verticle sides of drawers, side units

shall be finished with 1mm thick laminate. Inside surface of

table unist shall be finished with 0.80mm thick laminate. Ply/

BB: MR grade Century / Sylvam / Green, and laminate:Green/

Marino/ Century as approved. A 40mm drop shall be provided

on customer side with 19mm BWP grade block board and duly

finished with laminate. Edges shall be finished with half round

wood lipping on writing desk side and polished for smoothness.

Drawers shall be finished with lipping polished

no 12.00



16 Repairing the existing tables including side units with providing

and fixing 3mm MDF board in all exposed surfaces and .8mm

thick white colour laimiates on all inside surfaces including

repairing the drawers, locking systen , replacing with new

locking, chanels, key board channels etc and finishing with

1mm thcik laminates of approved colour and shade etc

complete. Teak wod lippin shalbe provided as per site conditins

and duly polished, 5'x3' , 5'x2'6' etc as per site conditons.

no 6.00

17 Repair to existing table 6'x3' (CM )including side units with

using 3mm MDF Exterior grade) in all exposed surfaces and

0.8mm thick white colour laimiates on all inside surfaces

including repairing the drawers, locking systen , replacing with

new locking, chanels, key board channels etc and finishing with

1mm thciklaminates of approved colour and shade etc

complete. Teak wod lippin shalbe provided as per site conditins

and duly polished, 

no 1.00

18 Full height Partition: (70mm thick) Providing and fixng solid and

glazed partition made with Galvanized Channel section

50mmx25mmx0.55mm thick duly fixed with each sides of

8mm thick MR grade ply. The surface shall be finished with

1mm thickness laminate of approved shade (with colour and

shade as approved by engineer in charge/ architect (solid/ teak

wood / texture premium quality). The glass panel shall be 8mm

thick (saint gobin or eqv.) duly supported by teak wood lipping

and melamine polished. GI section shall be Jindal/ Saint

Gobain/ India gypsum as approved

sqm 96.00

19 Low partition: (70mm thick) Providing and fixng solid and

glazed partition made with Galvinized Channel section

50mmx25mmx0.55mm thick duly fixed with each sides of 8mm

thick MR grade ply. The surface shall be finished with 1mm

thickness laminate of approved shade (with colour and shade

as approved by engineer in charge/ architect (solid/ teak wood /

texture premium quality). The glass panel shall be 8mm thick

duly supported by teak wood lipping and melamine polished. GI

section shall be Jindal/ Saint Gobain/ India gypsum as

approved. 12mm plain glass shall be provised in partitions

using melamine polished teak wood / D bracket as directed by

engineer in charge.  

sqm 75.00

20 Providing and fixing 12mm thick toughned glass with edge

polish fixed using D bracket in low height partitions swo

counters.

sqm 10.00



21 Help desk made with aluminum low height partition made with

25mmx50mmx1.20mm thickness finshed with 12mm ply

finished on each face including top. Size of help desk is

4'6"x2'3'x3'2' internal dimension. On fron modesty panel, ther

will be a blue glass of 2'x3'6'. 4" skirting shall be provided. A

desk at height of 30" shall be provided on inside surface with a

drawer units, pvc key board trey. All hardware shall be provided 

as approved. The exposed surface shall be finished with 6mm

thick flexible white corian including top and edges. The

unexposed surfaces, vertical surfaces of drawers shall be

finished with forsy white laminates.

no 1.00

22 Wall panelling with MDF board: Providing and fixing G I frame

25mmx50mmx0.55mm thick with a grid of 600mmx600mm

duly fixed with screws to the walls and finished with 6mm thick

thick ply MR grade finished with 1mm thick laminate of

approved colour and shade.

sqm 17.00

23 SWO Counter(5'x3'x2'6" and side unit of 3'6"x16"x30") with

6mm thick white corean top and blue laminate: Providing and

fixing SWO counter of (5'x3'x2'6' and side unit of 3'6'x16'x30")

made with 19mm MR grade ply / bolck board table top, sides

and front modesty panel with three drawr units with auto

locking system, telescpic sliding channels, one pvc key board

trey, cable manager. The table top and half of modest panel

(15") shall be finished with 6mm thick corean solid surface

including side units . 12mm ply shall be provided on front facais

with suport at table edge top and at 15" level to which corian

shall be finisheFront modest panel shall be finshed with curved

edge. Balance ht of front facia shall be finished with 1mm thick

blue laminate of Century/ green/ marino). A provision of lighting

system shall be provided in front facia in the offset provided in

between lamiante and corian surface.d. All other exposed

surfaces shall be finished with frosty laminate and inside

surafce of table shall be finished with white laminate (0.8mm).

Side unit shall have one cup board with shutter with a file

separator as suitable place. Work shall be executed as

directed by EIC. Rate shall include cost of all materials,

labours, hardwares required to complete the work.

no 7.00



24 Storage units 450mm deep and 750 mm height: Providing and

fixing 450mm deep (Inside clearance ) having min 2 filling

cabinets made with 19mm MR grade block board on all five

sides and 6mm backing ply. Vertical separators shall be

provided at each 3' Centers with leaf of each shutter is 18"

wide. Ebco// hettich make auto closing hinges shall be

provided. All inside surface shall be finished with 0.80mm thick

laminate. Exposed surafce of shutter shall be finished with 1

mm laminate of approved shade and top surface shall be

finished with 1 mm lamiante of approved shade. 

Sqm 30.00

25 Providing and fixing godrej night latch for swo doors no 9.00

26 Dismantling all existing counters, full and low ht partitions,

glass panels, tables, etc and buy back thest items including

disposal of items etc and cleaning the premises. Min quoted

amount Rs. 50,000/-

job -1.00

Total cost excluding GST

Recommended Materials:

3. MDF Board: Century/  Green/ Action tesa/ Kit ply

4. hardwares: Godrej/ ebco/hettich/ Dorma/Haffles

1. Ply / Block board: Century (Sainik) / Green ply (Ecotek) / Sylvam/ Gobe/ Kitply MR grade grade, Whever 

grade BWR / BWP grde is mentioned, that shallbe repalced as MR grade only.                    

2. Laminate: Century/ Marino/  Green lam (Unicore, texture, soild, wood shade, glossy etc as aproved),

5. Glas: Modi/TATA. Saingobain, (6). Upvc: Prominance/ fenesta/ rehau as approved, (7): Flush door:

Century/ Sylvam, Green, Duro, (8): veneer: duro/ or equiv as aproved

9. Rate  shall include cost of all materials, labours, hardwares required to complete the work.



Amount











1. Ply / Block board: Century (Sainik) / Green ply (Ecotek) / Sylvam/ Gobe/ Kitply MR grade grade, Whever 

grade BWR / BWP grde is mentioned, that shallbe repalced as MR grade only.                    

2. Laminate: Century/ Marino/  Green lam (Unicore, texture, soild, wood shade, glossy etc as aproved),

5. Glas: Modi/TATA. Saingobain, (6). Upvc: Prominance/ fenesta/ rehau as approved, (7): Flush door:

Century/ Sylvam, Green, Duro, (8): veneer: duro/ or equiv as aproved

9. Rate  shall include cost of all materials, labours, hardwares required to complete the work.


