PART- II

(Price Bid)

(RE-TENDER for 2nd time)
E-TENDER FOR EXTERNAL PAINTING AND ALLIED CIVIL WORKS AT STAFF QUARTERS AT BHUBANESWAR CENTRE

Tender No: BHU201904001    Date: 12.07.2019

Last date of submission of tender: 25.07.2019
(e-Reverse auction at 11:00 Hrs to 12:00 Hrs on 26.07.2019)

Name of the Tenderer: ..............................................................................................................

Address: ....................................................................................................................................

..................................................................................................................................................

GSTIN: .....................................................................................................................................
**LIST OF MATERIALS FOR APPROVED BRAND AND / OR MANUFACTURER**

<table>
<thead>
<tr>
<th></th>
<th>Description</th>
<th>Brand/Manufacturer</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>reinforcement</td>
<td>SAIL/TATA/RINL</td>
</tr>
<tr>
<td>2</td>
<td>Sand</td>
<td>River sand from Trisulia and Banki (as approved by the Bank)</td>
</tr>
<tr>
<td>3</td>
<td>Cement</td>
<td>Ultrarech/ACC/Ambuja/Lagfarge</td>
</tr>
<tr>
<td>4</td>
<td>Adhesive</td>
<td>Fevicol / Jeevanjor / Equivalent</td>
</tr>
<tr>
<td>5</td>
<td>Plumbing Items: PVC Pipes</td>
<td>Supreme, Oriplast as approved</td>
</tr>
<tr>
<td>6</td>
<td>Anchors &amp; Fixings</td>
<td>Fischer /Equivalent</td>
</tr>
<tr>
<td>7</td>
<td>Glass 5.5mm / 8mm / 12mm</td>
<td>Float Glass of Modiguard / Indo-Asahi / Saint Gobin / Equivalent</td>
</tr>
<tr>
<td>8</td>
<td>Concrete Paving Designer Tiles</td>
<td>Ultra / Eurocon / Multiwyn / Equivalent</td>
</tr>
<tr>
<td>9</td>
<td>Polish</td>
<td>French / Zinc Oxide / Melamine (Asian) or equivalent</td>
</tr>
<tr>
<td>10</td>
<td>Synthetic Enamel Paints / Plastic Emulsion Paints / Distemper</td>
<td>Tractor Emulsion, Asian Paints or equivalent.</td>
</tr>
<tr>
<td>11</td>
<td>Weather Coat Paints / Cement based Paints / Acrylic Emulsion Paints etc.</td>
<td>ICI Paints / Asian Paints / Berger Paints/Dulux</td>
</tr>
<tr>
<td>12</td>
<td>Silicon Sealant</td>
<td>M/s. Wacker, Dr. Fixit, M/s. Sika, M/s. Choksey, M/s. Fosroc</td>
</tr>
</tbody>
</table>

**Note:-**

1) SBIIMS/Bank / Architects reserve the right to insist contractor for use of any specific brand / make etc.
2) In case any materials are not available from the above brands, SBIIMS/Bank / Architect will suggest names of other brands / manufacturers and contractor will have to abide by the same.
**PRICE BID (To be filled online for indicative amount)**

**External Painting of Staff Quarters and allied civil works at Bhubaneswar centre, Bhubaneswar.**

<table>
<thead>
<tr>
<th>Sr. No</th>
<th>Description of item</th>
<th>Unit</th>
<th>Qty</th>
<th>Rate (Rs)</th>
<th>Amount (Rs)</th>
</tr>
</thead>
</table>
| 1      | Applying exterior paint:  
a. Uprooting of trees, plants from the wall, roof of the building up to height of third floor including scaffolding. The height of the building shall be around 14.50 mtr.  
b. Removing dry or oil/cement bound distemper by scrapping, sand papering and preparing the surface smooth including necessary repairs to scratches etc. complete. The crack needs to be filled with crack sealer compound (FOSROC/SIKA/PIDILITE/DR.FIXIT or equivalent) or to be plastered with 1:4 (CEMENT: SAND), after examining the cracks, as per the direction of EIC.  
c. Supplying and painting one coat of primer, thereafter Supplying and applying two or more coats of weather coat paint of (ICI Dulux (weathershield) /Asian (apex Ultima)/ Berger (weathercoat) / Indigo (dirt proof & water proof) equivalent) in proper consistency with good quality brush/rollers on the external surface of wall surface at all heights (staff quarters, compound wall, pump house, electrical maintenance room, guard room, garage) after preparation of surface with wall putty wherever necessary, making good and homogeneous surface for painting, including supply of all materials, labour, taxes & levies, T&P, scaffolding etc complete as per instruction of the Engineer-in-charge. | SQM | 26217 | **To be quoted online** |  |
| 2      | Providing & fixing Window Glass in the panes/MS frame of 5mm thickness with necessary hardware and fittings or rubber gasket in the existing windows. Complete in all respect as per the direction of EIC. | SQM | 24 | **To be quoted online** |  |
| 3      | Plumbing works :  
a. Removing of the old/existing C.I pipes using scaffolding from the wall and stacking the same at one place at within the lead of 50 mtrs.  
b. All the old pipes to be cleared from the site and may be disposed through vehicle irrespective of lead to the unobjectionable area or Municipality (BMC) identified/designated dump yard.  
c. Providing and fixing new PVC pipe of 75/110 mm dia of schedule 40 using elbow. Tee, and all necessary hardware fittings at all heights, complete in all respect as per the direction of Engineer. | RM | 460 | **To be quoted online** |  |
| 4      | Repair of chajjas at all heights with necessary scaffolding. All the chajjas already in dilapidated condition needs to be repaired using 10mm | Each | 180 | **To be quoted online** |  |
reinforcements wherever required and concrete of M-20 grade (1:1.5:3) and plastering the same with (1 sand:6 cement ) and complete in all respect as per the direction of EIC. The size of each chajja as per plan view shall be around/approximately (1'6" X 5'0").

Amount in words:

Contractors quoting below 10% of the estimated cost need to submit rate analysis of low rate quoted items including submitting a BG (Other than SBI) / FDR equal to difference of the estimated cost put to tender that is Rs 29,98,000/- (Refer Annexure-III)

The L-1, successful bidder is requested to submit the final price break up, after the event of e-reverse auction, within 24 hours after the bidding.

Signature of contractor with seal